












Waterproof
With its elegance style, the RSS Series is very efficient in terms of reflecting light and
does not deform over long periods of time thanks to its high-quality polycarbonate
housing. It can be manufactured in square or round styles according to the desired
ambiance. It can be easily used with energy saving lamps for a long time in indoor
and outdoor areas due to their waterproof and dustproof features.

Fixtures

RSS
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Code Lamp Color

Inside box 1 PCS
RSS 300 211   315x315x96 mm
RSS 300 218   315x315x96 mm

Box Dimensions Weight

RSS  300

Housing: Made of
hardly flammable white
polycarbonate (PC).
Diffuser: 
PM diffusers made of UV-
resistant (PMMA). The
material boasts high
translucency, surface
hardness, resistance to
weathering and ageing,
and outstanding
resistance to chemical
influences.

Description

RSS 300 211 2x11W Dulux S White
RSS 300 218 2x18W Dulux L White

RSS 300/211   2.400 gr
RSS 300/218   2.200 gr

Dimens ions

Code Lamp Color

Inside box 1 PCS
RSS 360 211  365x365x96 mm
RSS 360 218  365x365x96 mm

Box Dimensions Weight

RSS  360 Description

RSS 360 211 2x11W Dulux S White
RSS 360 218 2x18W Dulux L White

RSS 360 211   2.400 gr
RSS 360 218   2.200 gr

Dimens ions

W A T E R P R O O F  F I X T U R E S  /  R S S

89 mm

Housing: Made of
hardly flammable white
polycarbonate (PC).
Diffuser: 
PM diffusers made of UV-
resistant (PMMA). The
material boasts high
translucency, surface
hardness, resistance to
weathering and ageing,
and outstanding
resistance to chemical
influences.

Ø360 mm

89 mm

300 mm

300 mm

L ‹ T P AW A T E R P R O O F

C90-C270C0-C180
cd/klm

45˚ 45˚

90˚ 90˚

135˚ 135˚

C90-C270C0-C180
cd/klm

45˚ 45˚

90˚ 90˚

135˚ 135˚

Emergency Unit

Emergency Unit

Protection:    IP54

Protection:    IP54

2x18W Dulux L

2x18W Dulux L



RSS/ST

Waterproof Fixtures
A multi-purpose application, RSS-ST is especially designed for places where many
similar structures are present in order to give the structures a distinct marking. The
desired shape can be given to the metal plate on the luminaire surface.
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Code Lamp Color

Inside box 1 PCS
RSS/ST   310x310x96 mm

Box Dimensions Weight

RSS / ST

Protection: IP54

Description

RSS/ST 2x11W  Dulux S White
2x18W  Dulux L

RSS/ST   2.700 gr

Dimens ions

Housing: Made of
hardly flammable white
polycarbonate (PC).
Diffuser: PM diffusers
made of UVresistant
(PMMA). The material
boasts high
translucency, surface
hardness, resistance to
weathering and ageing
and outstanding
resistance to chemical
influences.
Covering: 1,5 mm
Stainless

Ø 300 mm

89 mm

Ø 300 mm



Waterproof Fixtures

ESW

These fixtures are indispensable for buildings due to their stylish design, the visibility
they create and their highly rated IP54 protection class.
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Code Lamp Color

Inside box 1 PCS
ESW 60         115x220x110 mm
ESW 75-100   170x290x130 mm

Box Dimensions Weight

E SW

Protection:    IP54

Body: Electrostatic
powder painted,
aluminum injection
body.
Diffuser: Frosted glass.

Description

ESW 60 1x  60W A-CL Black
ESW 75 1x  75W A-CL Black
ESW 100 1x100W A-CL Black

ESW 60            750 gr
ESW 75-100   1.450 gr.

Dimens ions

c

ba

   Code a b c
ESW 60W 210 mm 110 mm 92 mm
ESW 75-100W 280 mm 165 mm 120 mm





C a n o p y
F i x t u r e s

C A N O P U S

M L G

M G S

M S S



Canopus



Canopy
All petrol stations are going to be renovated with LITPA fixtures. You can use free
style more and more in your projects with Canopus model fixtures that have
symmetrical - asymmetrical MIRO-HID aluminum reflectors and recessed/surface
mounted variations that feature an aluminum body that combines performance
and design. With reflectors that are extremely efficient and compatible with Metal
Halide Lamps, Canopus fixtures provide tremendous energy savings in petrol station
lighting applications.

Fixtures

Surface Mounted Recessed
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Code Lamp Color

Box Dimensions Weight

MAG/S  Symmetrical

Cut-out: 360x360 mm

Description

MAG 150/S 1x150W HQI-TS/HCI-TS White
MAG 250/S 1x250W HCI-TM White

Ins ide box 1 PCS.
MAG 150/S    440x440x220 mm
MAG 250/S    440x440x220 mm

Body: High quality
2 mm thick aluminum,
painted with min. 80
micron polyester
powder paint. Inner
frame is aluminum
injection, outer frames
is 2.5 mm thick
aluminum.
Symmetrical
Reflector: 0.4 mm thick
special purposed silver
mirror aluminum.
Glass: 5 mm thick
tempered with
serigraphy

MAG 150/S   8.100 gr
MAG 250/S   9.400 gr

RECESSED C A N O P Y  F I X T U R E S  /  C A N O P U S

C0-C180
cd/klm

C90-C270

200

400
30˚ 30˚

60˚ 60˚

Protection:     IP65

1x150W HCI-TS

Code Lamp Color

Box Dimensions Weight

MAG/AS  Asymmetrical

Cut-out: 360x360 mm

Description

MAG 150/AS 1x150W HQI-TS/HCI-TS White
MAG 250/AS 1x250W HCI-TM White

Inside box 1 PCS.
MAG 150/AS   440x440x220 mm
MAG 250/AS   440x440x220 mm

MAG 150/AS   8.100 gr
MAG 250/AS   9.400 gr

Body: High quality
2 mm thick aluminum,
painted with min. 80
micron polyester
powder paint. Inner
frame is aluminum
injection, outer frames
is 2.5 mm thick
aluminum.
Asymmetrical
Reflector: 0.4 mm thick
special purposed silver
mirror aluminum.
Glass: 5 mm thick
tempered with
serigraphy

C0-C180
cd/klm

C90-C270

300

200

400
30˚ 30˚

60˚ 60˚

Protection:     IP65

1x150W HCI-TS

Dimens ions

415 mm

415 mm

335 mm

190 mm

AsymmetricalSymmetrical
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Code Lamp Color

Box Dimensions Weight

MAS /S   Symmetrical Description

MAS 150/S 1x150W HQI-TS/HCI-TS White
MAS 250/S 1x250W HCI-TM White

Inside box 1 PCS.
MAS 150/S   360x360x255 mm
MAS 250/S   360x360x255 mm

MAS150/S   7.000 gr
MAS250/S   8.300 gr

Body: High quality
2 mm thick aluminum,
painted with min. 80
micron polyester
powder paint. Frame is
aluminum injection.
Symmetrical
Reflector: 0.4 mm thick
special purposed silver
mirror aluminum.
Glass: 5 mm thick
tempered with
serigraphy.

C A N O P Y

C0-C180
cd/klm

C90-C270

200

400
30˚ 30˚

60˚ 60˚

Protection:     IP65

1x150W HCI-TS

Code Lamp Color

Box Dimensions Weight

MAS/AS   Asymmetrical Description

MAS 150/AS 1x150W HQI-TS/HCI-TS White
MAS 250/AS 1x250W HCI-TM White

Inside box 1 PCS.
MAS 150/AS   360x360x255 mm
MAS 250/AS   360x360x255 mm

MAS 150/AS   7.000 gr
MAS 250/AS   8.300 gr

Body: High quality
2 mm thick spinned
aluminum, painted with
min. 80 micron polyester
powder paint. Frame is
aluminum injection.
Asymmetrical
Reflector: 0.4 mm thick
special purposed silver
mirror aluminum.
Glass: 5 mm thick
tempered with
serigraphy

C0-C180
cd/klm

C90-C270

300

200

400
30˚ 30˚

60˚ 60˚

Protection:     IP65

1x150W HCI-TS

Dimens ions

335 mm

335 mm  190 mm

 35 mm



LED

The MLG LED series will be the solution for your lighting needs with its energy-
saving design and high efficiency. Internal structure is consist of LED and each chip
provides glare-free uniform lighting with the help of special reflectors. Moreover,
LED brings you a wide range of advantages over Metal Halide fixtures from dimming
to instant switching.

Canopy
Fixtures

MLG
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L E D  C A N O P Y  F I X T U R E S  /  M L G
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Code Lamp Color

Box Dimensions Weight

MLG Description

MLG/49 49x1.2W Power LED White

Inside box 1 PCS.
MLG   440x440x180 mm MLG   11.100 gr.

Body: High quality
2 mm thick aluminum,
painted with min. 80
micron polyester
powder paint. Inner
frame is aluminum
injection, outer frames
is 2.5 mm thick
aluminum.
Reflector: Made of high
purity (99.9%) MIRO
aluminum.
Glass: 5 mm thick
tempered with
serigraphy.

Dimens ions

Protection:     IP65

85
 m

m

415 mm

41
5 

 m
m

70
 m

m

260 mm

C0-C180 C90-C270

250

375

60˚ 60˚

500
30˚ 30˚

cd/klm

Cut-out: 360x360 mm



Canopy
The LITPA MGS Series consists of indispensable fixtures for petrol stations with their
high performance, long-lasting durability in harsh environmental conditions and
reflector alternatives provide economical solutions.

Fixtures

MGS
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Code Lamp Color

Box Dimensions Weight

MGS  250 -400/S Description

MGS/250S 1x250W HQI-T White
MGS/400S 1x400W HQI-T White

Inside box 1 PCS.
MGS/250S   525x500x245 mm
MGS/400S   650x625x225 mm

MGS/250S   11.550 gr
MGS/400S   17.000 gr

Body: Manufactured
from high quality 1mm
steel sheet and painted
with electrostatic
powder paint. Frame is
2.5 mm thick
aluminum and
painted with 80
micron polyester
powder paint.
Symmetrical
Reflector: Made of high
pure (99.9%) aluminum
with a peened surface
anodised and polished.
Glass: 5 mm thick
tempered with
serigraphy.

Dimens ions  MGS  400

600 mm

600 mm

505 mm

205 mm

600 mm

Cut-Out:
MGS/250S   425x425 mm
MGS/400S   520x520 mm

Code Lamp Color

Box Dimensions Weight

MGS  250 -400/AS Description

MGS/250AS 1x250W HQI-T White
MGS/400AS 1x400W HQI-T White

Inside box 1 PCS.
MGS/250AS   525x500x245 mm
MGS/400AS   650x625x225 mm

MGS/250AS   11.550 gr
MGS/400AS   17.000 gr

Body: Manufactured
from high quality 1mm
steel sheet and painted
with electrostatic
powder paint. Frame is
2.5 mm thick
aluminum and
painted with 80
micron polyester
powder paint.
Asymmetrical
Reflector: Made of high
pure (99.9%) aluminum
with a peened surface
anodised and polished.
Glass: 5 mm thick
tempered with
serigraphy.

Cut-Out:
MGS/250AS   425x425 mm
MGS/400AS   520x520 mm

480 mm

480 mm

4 05 mm

22 5 mm

4 8 0 mm

Dimens ions  MGS  250

Protection:     IP65

Protection:     IP65



Canopy
The LITPA MSS Surface-Mounted Fixtures are a new solution for canopies without
a suspended ceiling. MSS Series fixtures are compatible with lighting applications
in open/closed areas with high ceilings with their symmetrical or asymmetrical
reflectors, high-protection class and easy installation.

Fixtures

MSS
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Code Lamp Color

Box Dimensions Weight

MSS  250 -400/S Description

MSS 250/S 1x250W HQI-T Black
MSS 400/S 1x400W HQI-T Black

Inside box 1 PCS.
MSS/250S   430x430x245 mm
MSS/400S   525x525x225 mm

MSS/250S   10.000 gr
MSS/400S   14.600 gr

Body: Manufactured
from high quality 1mm
steel sheet and painted
with electrostatic
powder paint.
Reflector: Made of high
purity (99.9%) aluminum
with a peened  surface
anodised and polished.
Glass: 5 mm thick
tempered with
serigraphy.

Code Lamp Color

Box Dimensions Weight

MSS  250 -400/AS Description

MSS 250/AS 1x250W HQI-T Black
MSS 400/AS 1x400W HQI-T Black

Inside box 1 PCS.
MSS/250AS   430x430x245 mm
MSS/400AS   525x525x225 mm

MSS/250AS   10.000 gr
MSS/400AS   14.600 gr

Body: The body of
canopy fixtures is
manufactured from
high quality 1.2 mm
steel sheet and painted
with electrostatic
powder paint.
Reflector: Made of high
purity (99.9%) aluminum
with a peened surface
anodised and polished.
Glass: 5 mm thick
tempered with
serigraphy.

Dimens ions  (MSS  400 )

20
5 

m
m

500 mm

50
0 

m
m

Dimens ions  (MSS 250)

2
2

5
 m

m

405 mm

4
0

5
 m

m

Protection:     IP54

Protection:     IP54





I n d u s t r i a l
F i x t u r e s

H I G H  B A Y

F Y W

F H W



Industrial



Industrial
They are classic fixtures that are designed to meet all kinds of needs and are
compatible with Metal Halide, Mercury or Sodium Vapor bulbs and different angle
reflectors. Injection or perfusion aluminum body structures make the fixtures
corrosion-resistant and so they are in the IP65 protection class.

Fixtures

Standard High Bay Luminaire:
Manufactured out of 1 mm high quality steel, these fixtures are in the IP 20 protection
class. Inside the fixture, porcelain sockets with phosphorus-bronze contacts have been
used. Low energy loss, high performance ballasts maximize bulb efficiency.
Special mounting tracks are used to mount these fittings onto ceilings.

IP 65 High Bay Luminaire :
These fixtures are in the IP 65 protection class. They feature silicone gaskets between
the housing and the cover, as well as between the housing and the reflector. Special
support elements are used to mount these fittings onto ceilings.

IP 65 High Bay Luminaire:
Manufactured out of 1.5-mm high quality steel, these fixtures are in the IP 65 protection
class. There are silicone gaskets between the housing and the cover, as well as between
the housing and the reflector. The electrical elements are mounted on a galvanized
plate, making assembly and disassembly very simple. Inside the fixture, porcelain sockets
with phosphorus-bronze contacts have been used. Low energy loss, high performance
ballasts maximize bulb efficiency. These fixtures can be mounted on all ceiling surfaces
with special support elements and mounting tracks.

Conical High Bay Luminaire:
Manufactured of 2 mm high quality steel, these fixtures are in the IP 43 protection
class. The electrical elements are mounted on a galvanized plate making assembly and
disassembly very simple. Inside the fixture, porcelain sockets with phosphorus-bronze
contacts have been used. Low energy-loss, high performance ballasts maximize bulb
efficiency. Special support elements are used to mount these fittings onto ceilings.



Glass: Fittings are made of
5 mm. tempered glass and
have silicone gaskets. This
they are waterproof. They
are fitted onto glass housing
with stainless steel hinges.
They are resistant to impact.

Grille: Grillees can also be
fitted to increase durability.

Ballast and Ignition Kits:
The ballast placed inside the
fixture, the ignitor condenser,
connector blocks and the
temporary kits are mounted
on a plate making them
simple to assemble and
disassemble.

Lamp Reignition Monitor:
A special mechanism has
been developed to prevent
the environment from
becoming completely
dark.When the lamp is
recharging, an incandescent
lamp goes on automatically.
When the lamp is recharged,
the temporary light goes out.

Standart Reflector:
High purity aluminum is
used in the production of
these reflectors, which are
ideal for heights of
6 - 8 meters. These reflectors
can be used with all high
bay fixtures, and can also
be fitted with glass and
grille.

Narrow Angle
Reflectors: Manufactured
of high purity aluminium.
They are suitable for ceilings
which are 7m. and higher
with their special design.
These reflectors which can
be used with all high bay
fixtures, can also be fitted
with glass and grille.

Wide Angle Reflector:
Manufactured of high purity
aluminum. They are suitable
for lower ceilings which are
4.5-7m high with their
special design. These
reflectors which can be used
with all high bay fixtures,
can also be fitted with glass
and grille.
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I N D U S T R I A L  F I X T U R E S

Acetone

Acetato etilico

Acido arsenico

Acetic acid<=30%

Acido Bromico

Hydrocloric acid<=20%

Citric acid<=20%

Formic acid <=30%

Nitric acid <=20%
Sulphuric acid <=50%

Naphta

Sea climate

Sodium chloride solution

Hydrogen dioxide <=40%

Alcohol <=30%

Ethyl alcohol

Acido isopropilico

Ammonia <=25%

Carbon dioxide

Aniline

Benzol

Gasoline

Ketones

Chlorine(vapours)

Chloroform

Chlorophenol

Methyl chloride

Calcium chloride

Oil of turpentine

Ether

Oil ether

Phenoles

Glycerol

Synthetic lyes

Methanol

Mineral oil

Vegetable oil

Silicone oil

Carbon monoxide

Ozone

Soda

Caustic soda <=2%

Caustic soda <=10%

Aluminum sulfate

Copper sulfate

Hydrogen sulphide

Carbon tetrachloride

Toluol

Trichloroetylene

Xylol

Stainless Steel Aluminum
AL

Polyamide
PA

Methacrylate
PMMA

Polycarbonate
PC

Partially Resistant

No Resistant

Resistant

R E S I S T A N C E  T O  C H E M I C A L  A G E N T S



L ‹ T P A

I N D U S T R I A L  F I X T U R E S /  H I G H  B A Y  Z  T Y P E  I P 6 5

354

Code Lamp ColorZ -CMH/NMH/MMH(S )

Standart Reflector
High purity aluminum is
used in the production
of these reflectors, which
are ideal for heights of
6 - 8 m. These reflectors
can be used with all high
bay fixtures, and can also
be fitted with glass and
grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
Z-CMH 250/S   285x285x270 mm
Z-CMH 400/S   285x285x270 mm
Z-NMH 250/S   285x285x270 mm
Z-NMH 400/S   285x285x270 mm
Z-MMH 250/S   285x285x270 mm
Z-MMH 400/S   285x285x270 mm

(S) Reflector 5 PCS  470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

Z-CMH 250/S 1x250W HQL Gray
Z-CMH 400/S 1x400W HQL Gray
Z-NMH 250/S 1x250W NAV-E Gray
Z-NMH 400/S 1x400W NAV-E Gray
Z-MMH 250/S 1x250W HQI-E Gray
Z-MMH 400/S 1x400W HQI-E Gray
Glass
Grille

Z-CMH 250/S 4.850 gr
Z-CMH 400/S 6.000 gr
Z-NMH 250/S 6.200 gr
Z-NMH 400/S 7.400 gr
Z-MMH 250/S 5.000 gr
Z-MMH 400/S 6.200 gr

(S) Reflector 5PCS   3.800 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

Description Code Lamp ColorZ-CMH/NMH/MMH(D)

Narrow Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for ceilings
which are 7 m and
higher with their special
design. These reflectors
which can be used with
all high bay fixtures, can
also be fitted with glass
and grille.

Box Dimensions Weight

Inside box 1 PCS.
Z-CMH 250/D 285x285x270 mm
Z-CMH 400/D 285x285x270 mm
Z-NMH 250/D 285x285x270 mm
Z-NMH 400/D 285x285x270 mm
Z-MMH 250/D 285x285x270 mm
Z-MMH 400/D 285x285x270 mm

(D)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

Z-CMH 250/D 1x250W HQL Gray
Z-CMH 400/D 1x400W HQL Gray
Z-NMH 250/D 1x250W NAV-E Gray
Z-NMH 400/D 1x400W NAV-E Gray
Z-MMH 250/D 1x250W HQI-E Gray
Z-MMH 400/D 1x400W HQI-E Gray
Glass
Grille

Z-CMH 250/D 4.850 gr
Z-CMH 400/D 6.000 gr
Z-NMH 250/D 6.200 gr
Z-NMH 400/D 7.400 gr
Z-MMH 250/D 5.000 gr
Z-MMH 400/D 6.200 gr

(D) Reflector 10PCS 7.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

200

30˚ 30˚

60˚ 60˚

400

C0-C180
cd/klm

C90-C270

180

300

120

240
30˚ 30˚

60˚ 60˚

Protection:    IP65

Protection:    IP65

1x400W HQI-E

1x400W HQI-E
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I N D U S T R I A L  F I X T U R E S /  H I G H  B A Y  Z  T Y P E  I P 6 5

Code Lamp ColorZ-CMH/NMH/MMH(G)

Wide Angle
Reflector:
Manufactured of high
purity aluminum.
They are suitable for
lower ceilings which are
4.5 - 7 m high with their
special design. These
reflectors which can be
used with all high bay
fixtures, can also be fitted
with glass and grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
Z-CMH 250/G 285x285x270 mm
Z-CMH 400/G 285x285x270 mm
Z-NMH 250/G 285x285x270 mm
Z-NMH 400/G 285x285x270 mm
Z-MMH 250/G 285x285x270 mm
Z-MMH 400/G 285x285x270 mm

(G)Reflector 10 PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

Z-CMH 250/G 1x250W HQL Gray
Z-CMH 400/G 1x400W HQL Gray
Z-NMH 250/G 1x250W NAV-E Gray
Z-NMH 400/G 1x400W NAV-E Gray
Z-MMH 250/G 1x250W HQI-E Gray
Z-MMH 400/G 1x400W HQI-E Gray
Glass
Grille

Z-CMH 250/G 4.850 gr
Z-CMH 400/G 6.000 gr
Z-NMH 250/G 6.200 gr
Z-NMH 400/G 7.400 gr
Z-MMH 250/G 5.000 gr
Z-MMH 400/G 6.200 gr

(G) Reflector 10 PCS. 6.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

D imens ions

c

b

Ø a

Code a b c
Z-CMH/NMH/MMH(S) Ø 445 mm Ø 225 mm  590 mm
Z-CMH/NMH/MMH(D) Ø 435 mm Ø 225 mm  560 mm
Z-CMH/NMH/MMH(G) Ø 435 mm Ø 225 mm 515 mm

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

280

210

140

30˚ 30˚

60˚ 60˚

Protection:    IP65

1x400W HQI-E
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Code Lamp ColorE -CMH/NMH/MMH(S )

Standart Reflector
High purity aluminum is
used in the production
of these reflectors, which
are ideal for heights of
6 - 8 m. These reflectors
can be used with all high
bay fixtures, and can also
be fitted with glass and
grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
E-CMH 250/S   275x435x215 mm
E-CMH 400/S   275x435x215 mm
E-NMH 250/S   275x435x215 mm
E-NMH 400/S   275x435x215 mm
E-MMH 250/S   275x435x215 mm
E-MMH 400/S   275x435x215 mm

(S) Reflector 5PCS   470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

E-CMH 250/S 1x250W HQL Black
E-CMH 400/S 1x400W HQL Black
E-NMH 250/S 1x250W NAV-E Black
E-NMH 400/S 1x400W NAV-E Black
E-MMH 250/S 1x250W HQI-E Black
E-MMH 400/S 1x400W HQI-E Black
Glass
Grille

E-CMH 250/S   7.500 gr
E-CMH 400/S   8.600 gr
E-NMH 250/S   8.800 gr
E-NMH 400/S   10.000 gr
E-MMH 250/S   7.650 gr
E-MMH 400/S   8.800 gr

(S) Reflector 5PCS   3.800 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

Description Code Lamp ColorE -CMH/NMH/MMH(D)

Narrow Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for ceilings
which are 7 m and
higher with their special
design. These reflectors
which can be used with
all high bay fixtures, can
also be fitted with glass
and grille.

Box Dimensions Weight

Inside box 1 PCS.
E-CMH 250/D 275x435x215 mm
E-CMH 400/D 275x435x215 mm
E-NMH 250/D 275x435x215 mm
E-NMH 400/D 275x435x215 mm
E-MMH 250/D 275x435x215 mm
E-MMH 400/D 275x435x215 mm

(D)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

E-CMH 250/D 1x250W HQL Black
E-CMH 400/D 1x400W HQL Black
E-NMH 250/D 1x250W NAV-E Black
E-NMH 400/D 1x400W NAV-E Black
E-MMH 250/D 1x250W HQI-E Black
E-MMH 400/D 1x400W HQI-E Black
Glass
Grille

E-CMH 250/D 7.500 gr
E-CMH 400/D 8.600 gr
E-NMH 250/D 8.800 gr
E-NMH 400/D 10.000 gr
E-MMH 250/D 7.650 gr
E-MMH 400/D 8.800 gr

(D)Reflector 10PCS 7.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

200

30˚ 30˚

60˚ 60˚

400

C0-C180
cd/klm

C90-C270

180

300

120

240
30˚ 30˚

60˚ 60˚

Protection:    IP65

Protection:    IP65

1x400W HQI-E

1x400W HQI-E



L ‹ T P A

I N D U S T R I A L  F I X T U R E S  /  H I G H  B A Y  E  T Y P E  I P 6 5
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Code Lamp Color

Wide Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for lower
ceilings which are
4.5 - 7 m high with
their special design.
These reflectors which
can be used with all high
bay fixtures, can also be
fitted with glass and
grille.

DescriptionE -CMH/NMH/MMH(G)

Box Dimensions Weight

Inside box 1 PCS.
E-CMH 250/G 275x435x215 mm
E-CMH 400/G 275x435x215 mm
E-NMH 250/G 275x435x215 mm
E-NMH 400/G 275x435x215 mm
E-MMH 250/G 275x435x215 mm
E-MMH 400/G 275x435x215 mm

(G)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

E-CMH 250/G 1x250W HQL Black
E-CMH 400/G 1x400W HQL Black
E-NMH 250/G 1x250W NAV-E Black
E-NMH 400/G 1x400W NAV-E Black
E-MMH 250/G 1x250W HQI-E Black
E-MMH 400/G 1x400W HQI-E Black
Glass
Grille

E-CMH 250/G 7.500 gr
E-CMH 400/G 8.600 gr
E-NMH 250/G 8.800 gr
E-NMH 400/G 10.000 gr
E-MMH 250/G 7.650 gr
E-MMH 400/G 8.800 gr

(G)Reflector 10PCS  6.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

D imens ions

c

b

Ø a

Code a b c
E-CMH/NMH/MMH(S) 445 mm 225 mm 700 mm
E-CMH/NMH/MMH(D) 435 mm 225 mm 700 mm
E-CMH/NMH/MMH(G) 435 mm 225 mm 650 mm

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

280

210

140

30˚ 30˚

60˚ 60˚

Protection:    IP65

1x400W HQI-E
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Code Lamp ColorS - CMH/NMH/MMH(D)

Narrow Angle
Reflectors:
Manufactured of high
purity aluminum. They
are suitable for ceilings
which are 7 m and
higher with their special
design. These
reflectors which can be
used with all high bay
fixtures, can also be fitted
with glass and grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
S-CMH 250/D 265x265x300 mm
S-CMH 400/D 265x265x300 mm
S-NMH 250/D 265x265x300 mm
S-NMH 400/D 265x265x300 mm
S-MMH 250/D 265x265x300 mm
S-MMH 400/D 265x265x300 mm

(D)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

S-CMH 250/D 1x250W HQL Black
S-CMH 400/D 1x400W HQL Black
S-NMH 250/D 1x250W NAV-E Black
S-NMH 400/D 1x400W NAV-E Black
S-MMH 250/D 1x250W HQI-E Black
S-MMH 400/D 1x400W HQI-E Black
Glass
Grille

S-CMH 250/D 4.200 gr
S-CMH 400/D 5.500 gr
S-NMH 250/D 5.350 gr
S-NMH 400/D 6.800 gr
S-MMH 250/D 4.300 gr
S-MMH 400/D 5.600 gr

(D)Reflector 10PCS 7.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Code Lamp ColorS - CMH/NMH/MMH(S )

Standart Reflector
High purity aluminum is
used in the production
of these reflectors, which
are ideal for heights of
6 - 8 m. These reflectors
can be used with all high
bay fixtures, and can also
be fitted with glass and
grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
S-CMH 250/S 265x265x300 mm
S-CMH 400/S 265x265x300 mm
S-NMH 250/S 265x265x300 mm
S-NMH 400/S 265x265x300 mm
S-MMH 250/S 265x265x300 mm
S-MMH 400/S 265x265x300 mm

(S)Reflector 5PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

S-CMH 250/S 1x250W HQL Black
S-CMH 400/S 1x400W HQL Black
S-NMH 250/S 1x250W NAV-E Black
S-NMH 400/S 1x400W NAV-E Black
S-MMH 250/S 1x250W HQI-E Black
S-MMH 400/S 1x400W HQI-E Black
Glass
Grille

S-CMH 250/S 4.200 gr
S-CMH 400/S 5.500 gr
S-NMH 250/S 5.350 gr
S-NMH 400/S 6.800 gr
S-MMH 250/S 4.300 gr
S-MMH 400/S 5.600 gr

(S)Reflector 5PCS   3.800 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

G l a s s G r i l l e

Accessories

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

200

30˚ 30˚

60˚ 60˚

400

C0-C180
cd/klm

C90-C270

180

300

120

240
30˚ 30˚

60˚ 60˚

Protection:    IP43

Protection:    IP43

1x400W HQI-E

1x400W HQI-E



c

Ø b

Ø a

Dimens ions

Code a b c
S-CMH/NMH/MMH(S) 445 mm 285 mm 560 mm
S-CMH/NMH/MMH(D) 435 mm 285 mm 550 mm
S-CMH/NMH/MMH(G) 435 mm 285 mm 505 mm

L ‹ T P A

I N D U S T R I A L  F I X T U R E S /  H I G H  B A Y  S  T Y P E  I P 43
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Code Lamp ColorS - CMH/NMH/MMH(G)

Wide Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for lower
ceilings which are
4.5 - 7 m high with their
special design. These
reflectors which can be
used with all high bay
fixtures, can also be fitted
with glass and grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
S-CMH 250/G 265x265x300 mm
S-CMH 400/G 265x265x300 mm
S-NMH 250/G 265x265x300 mm
S-NMH 400/G 265x265x300 mm
S-MMH 250/G 265x265x300 mm
S-MMH 400/G 265x265x300 mm

(G)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

S-CMH 250/G 1x250W HQL Black
S-CMH 400/G 1x400W HQL Black
S-NMH 250/G 1x250W NAV-E Black
S-NMH 400/G 1x400W NAV-E Black
S-MMH 250/G 1x250W HQI-E Black
S-MMH 400/G 1x400W HQI-E Black
Glass
Grille

S-CMH 250/G 4.200 gr
S-CMH 400/G 5.500 gr
S-NMH 250/G 5.350 gr
S-NMH 400/G 6.800 gr
S-MMH 250/G 4.300 gr
S-MMH 400/G 5.600 gr

(G)Reflector 10PCS  6.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

280

210

140

30˚ 30˚

60˚ 60˚

Protection:    IP43

1x400W HQI-E



I N D U S T R I A L  F I X T U R E SL ‹ T P A
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Code Lamp Color

Standart Reflector
High purity aluminum
is used in the
production of these
reflectors, which are
ideal for heights of
6 - 8 m. These
reflectors can be used
with all high bay
fixtures, and can also
be fitted with glass and
grille.

DescriptionCMH -NMH-MMH(S )

Code Lamp ColorCMH -NMH-MMH(D)

Narrow Angle
Reflectors:
Manufactured of high
purity aluminum. They
are suitable for ceilings
which are 7 m and
higher with their
special design. These
reflectors which can be
used with all high bay
fixtures, can also be
fitted with glass and
grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
CMH 250/S 215x395x145 mm
CMH 400/S 215x395x145 mm
NMH 250/S 215x395x145 mm
NMH 400/S 215x395x145 mm
MMH 250/S 215x395x145 mm
MMH 400/S 215x395x145 mm

(S)Reflector 5PCS   470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

Protection: IP20

CMH 250/S 1x250W HQL Black
CMH 400/S 1x400W HQL Black
NMH 250/S 1x250W NAV-E Black
NMH 400/S 1x400W NAV-E Black
MMH 250/S 1x250W HQI-E Black
MMH 400/S 1x400W HQI-E Black
Glass
Grille

CMH 250/S 5.400 gr
CMH 400/S 6.750 gr
NMH 250/S 6.600 gr
NMH 400/S 7.950 gr
MMH 250/S 5.750 gr
MMH 400/S 7.050 gr

(S)Reflector 5PCS   3.800 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Box Dimensions Weight

Inside box 1 PCS.
CMH 250/S 215x395x145 mm
CMH 400/S 215x395x145 mm
NMH 250/S 215x395x145 mm
NMH 400/S 215x395x145 mm
MMH 250/S 215x395x145 mm
MMH 400/S 215x395x145 mm

(D) Reflector 10PCS  470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

Protection: IP20

CMH 250/D 1x250W HQL Black
CMH 400/D 1x400W HQL Black
NMH 250/D 1x250W NAV-E Black
NMH 400/D 1x400W NAV-E Black
MMH 250/D 1x250W HQI-E Black
MMH 400/D 1x400W HQI-E Black
Glass
Grille

CMH 250/S 5.400 gr
CMH 400/S 6.750 gr
NMH 250/S 6.600 gr
NMH 400/S 7.950 gr
MMH 250/S 5.750 gr
MMH 400/S 7.050 gr

(D) Reflector 10PCS 7.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

I N D U S T R I A L  F I X T U R E S /  H I G H  B A Y  S T A N D A R T  T Y P E  I P 20

Gla s s G r i l l e

Accessories

G l a s s G r i l l e

Accessories

C0-C180
cd/klm

C90-C270

180

300

120

240
30˚ 30˚

60˚ 60˚

C0-C180
cd/klm

C90-C270

200

30˚ 30˚

60˚ 60˚

400

1x400W HQI-E

1x400W HQI-E
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I N D U S T R I A L  F I X T U R E S /  H I G H  B A Y  S T A N D A R T  T Y P E  I P 20

Code Lamp ColorCMH -NMH-MMH(G)

Wide Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for lower
ceilings which are
4.5 - 7 m high with their
special design. These
reflectors which can be
used with all high bay
fixtures, can also be fitted
with glass and grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
CMH 250/G 215x395x145 mm
CMH 400/G 215x395x145 mm
NMH 250/G 215x395x145 mm
NMH 400/G 215x395x145 mm
MMH 250/G 215x395x145 mm
MMH 400/G 215x395x145 mm

(G)Reflector 10PCS   470x470x535 mm
Glass  5 PCS. 490x490x135 mm
Grille  50 PCS. 470x470x535 mm

Protection: IP20

CMH 250/G 1x250W HQL Black
CMH 400/G 1x400W HQL Black
NMH 250/G 1x250W NAV-E Black
NMH 400/G 1x400W NAV-E Black
MMH 250/G 1x250W HQI-E Black
MMH 400/G 1x400W HQI-E Black
Glass
Grille

CMH 250/G 5.400 gr
CMH 400/G 6.750 gr
NMH 250/G 6.600 gr
NMH 400/G 7.950 gr
MMH 250/G 5.750 gr
MMH 400/G 7.050 gr

(G)Reflector 10PCS   6.300  gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

c

b

Ø a

Dimens ions

Code a b c
CMH/NMH/MMH(S) 445 mm 375 mm 485 mm
CMH/NMH/MMH(D) 435 mm 375 mm 575 mm
CMH/NMH/MMH(G) 435 mm 375 mm 540 mm

I N D U S T R I A L  F I X T U R E S

C0-C180
cd/klm

C90-C270

280

210

140

30˚ 30˚

60˚ 60˚

1x400W HQI-E



Industrial

High Q

T5 High Output Fluorescent High Bay is perfect for warehouse and industrial
applications. These fixtures may qualify for energy rebates with your local power
company. T5 High Output Fluorescent High Bay Fixtures are specifically designed
to replace conventional H.I.D. lighting in commercial / industrial applications. It is
an ingenious blend of technologies that combines the advantage of T5 fluorescent
bulbs with the mounting flexibility of high bays. The Fluorescent High Bay is an
environmentally-friendly lighting solution because it exceeds the demands made
in today's energy-conscious applications.



Lamp replacement for
latched FHW type
luminaries is carried out
quickly and easily by one-
sided hinged glass
holder.

Cover Types
1- Tempered Glass
2- Polycarbonate Glass
3- Acrylic Glass

Latches in simple structure and without
mounting tool

Rail system suspension apparatus

Adjustable system suspension wire



T R U N K I N G  S Y S T E M SL ‹ T P A
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I N D U S T R I A L  F I X T U R E S /  F H W  2 5 4  -  2 8 0

Code Lamp ColorDescriptionFHW 254 -280

Box Dimensions Weight

Protection:     IP65

Narrow Beam
FHW 254/D 2x54W FQ White
FHW 280/D 2x80W FQ White
Standart Beam
FHW 254/S 2x54W FQ White
FHW 280/S 2x80W FQ White
Wide Beam
FHW 254/W 2x54W FQ White
FHW 280/W 2x80W FQ White

Inside box 1 PCS.
FHW 254/D   190x570x1220 mm
FHW 254/S    190x370x1220 mm
FHW 254/W  130x295x1220 mm
FHW 280/D   190x570x1520 mm
FHW 280/S    190x340x1520 mm
FHW 280/W  130x295x1520 mm

FHW 254/D     14.000 gr
FHW 254/S      13.000 gr
FHW 254/W      9.000 gr
FHW 280/D     17.500 gr
FHW 280/S      16.000 gr
FHW 280/W    13.000 gr

Body: Manufactured
with 0.6 mm thick DKP
steel sheet and painted
with min. 80 micron
powder paint.
Reflector:
Manufactured with
0.4 mm thick MIRO 4
aluminum and has
special bends for light
efficiency.
Glass: 4 mm thick
tempered, polycarbonate
or acrylic glass. Frame
made of  painted
extrusion aluminum for
polycarbonate and
acrylic glass.

Dimens ions

a

b

Code a b c
FHW 254/D 1192 mm 550 mm 170 mm
FHW 254/S 1192 mm 320 mm 170 mm
FHW 254/W 1192 mm 275 mm 105 mm
FHW 280/D 1492 mm 550 mm 170 mm
FHW 280/S 1492 mm 320 mm 170 mm
FHW 280/W 1492 mm 275 mm 105 mm

a

 c

2x80W FQ NARROW

C0-C180 C90-C270
cd/klm

C0-C180 C90-C270

240

30˚ 30˚

360

600

60˚ 60˚

cd/klm

C0-C180 C90-C270

500

30˚ 30˚

750

1250

60˚ 60˚

cd/klm

2x80W FQ STANDART

2x80W FQ WIDE

250

30˚ 30˚

375

60˚ 60˚

625

FHW/RY FHW/AJ Code

FHW/RY (Rail system suspension apparatus)
FHW/AJ (Adjustable system suspension wire)



I N D U S T R I A L  F I X T U R E S L ‹ T P A

I N D U S T R I A L  F I X T U R E S /  F H W  4 5 4  -  4 8 0

365

Code Lamp ColorDescriptionFHW 454 -480

Narrow Beam
FHW 454/D 4x54W FQ White
FHW 480/D 4x80W FQ White
Standart Beam
FHW 454/S 4x54W FQ White
FHW 480/S 4x80W FQ White
Wide Beam
FHW 454/W 4x54W FQ White
FHW 480/W 4x80W FQ White

Box Dimensions Weight

Inside box 1 PCS.
FHW 454/D   190x1050x1220 mm
FHW 454/S    190x570x1220 mm
FHW 454/W  130x475x1220 mm
FHW 480/D   190x1010x1520 mm
FHW 480/S    190x570x1520 mm
FHW 480/W  130x420x1520 mm

FHW 454/D    21.000 gr
FHW 454/S     18.000 gr
FHW 454/W   15.000 gr
FHW 480/D    32.000 gr
FHW 480/S     29.000 gr
FHW 480/W   24.000 gr

Body: Manufactured
with 0.6 mm thick DKP
steel sheet and painted
with min. 80 micron
powder paint.
Reflector:
Manufactured with
0.4 mm thick MIRO 4
aluminum and has
special bends for light
efficiency.
Glass: 4 mm thick
tempered, polycarbonate
or acrylic glass. Frame
made of  painted
extrusion aluminum for
polycarbonate and
acrylic glass..

Protection:     IP65

 c

Dimens ions

a

b

Code a b c
FHW 454/D 1192 mm 1030 mm 170 mm
FHW 454/S 1192 mm 550 mm 170 mm
FHW 454/W 1192 mm 455 mm 105 mm
FHW 480/D 1492 mm 1030 mm 170 mm
FHW 480/S 1492 mm 550 mm 170 mm
FHW 480/W 1492 mm 455 mm 105 mm

a

4x80W FQ NARROW

C0-C180 C90-C270

800
cd/klm

C0-C180 C90-C270
cd/klm

C0-C180 C90-C270
cd/klm

4x80W FQ STANDART

4x80W FQ WIDE

500

30˚ 30˚

750

60˚ 60˚

1000

250

30˚ 30˚

375

625

60˚ 60˚

250

30˚ 30˚

375

60˚ 60˚

625

FHW/RY FHW/AJ Code

FHW/RY (Rail system suspension apparatus)
FHW/AJ (Adjustable system suspension wire)



Industrial Fixtures

FHW

These are waterproof T5 fixtures designed for warehouses and production areas
of industrial facilities. With their 2, 3 and 4 bulb options, they can easily be used
with ceilings as high as 12 meters.



I N D U S T R I A L  F I X T U R E S L ‹ T P A

I N D U S T R I A L  F I X T U R E S /  F H W

Code Lamp ColorDescriptionFHW

Box Dimensions Weight

Protection:     IP54

FHW 454 4x54W FQ White
FHW 654 6x54W FQ White
FHW 480 4x80W FQ White

Inside box 1 PCS.
FHW 454   420x1225x180 mm
FHW 654   630x1225x180 mm
FHW 480   420x1535x180 mm

FHW 454   12.500 gr
FHW 654   16.500 gr
FHW 480   15.000 gr

Body: Manufactured
with 0.6 mm thick DKP
steel sheet and painted
with min. 80 micron
powder paint.
Reflector:
Manufactured with
0.4 mm thick MIRO 4
aluminum and has
special bends for light
efficiency.
Glass: 3 mm thick
polycarbonate glass and
coated with 80 micron
painted in extrusion
aluminum frame.

Dimens ions

135 mm

a

a

b

C0-C180
cd/klm

C90-C270

160

240

30˚ 30˚

60˚ 60˚

320

367

Code a b
FHW 454 1195 mm  400 mm
FHW 654 1195 mm 610 mm
FHW 480 1495 mm 400 mm

4x54W FQ





E x i t
E m e r g e n c y

F i x t u r e s

S L I M  S I G N A L

C N C

E N E X

P L X





Exit &

These are emergency and exit signs that are used in areas where security is crucial,
such as offices, retailers, shopping malls, etc. They are single or double-sided and
suitable for every kind of ceiling. They are both decorative and functional with
operation times of 1-3 hours.

Emergency
Fixtures



L ‹ T P A E X I T & E M E R G E N C Y

E X I T  &  E M E R G E N C Y  F I X T U R E S

372

Code Lamp Color

Inside box 1 PCS.
38026    230x270x50mm
38024    230x270x50mm
38028    230x270x50mm
38216    230x270x50mm
38218    230x270x50mm

Box Dimensions Weight

S l im  S igna l

Slim signals single and
double-sided models
can be mounted on any
wall and ceiling with the
use of support elements.
Cold cathode
technology is applied.

Description

Single Sided EXIT Signs
38026 (Left Side Arrow) 8W White
38024 (Right Side Arrow) 8W White
38028 (Down Arrow) 8W White
Double Sided EXIT Signs
38216 (Right-Left Side Arrow) 8W White
38218 (Down Arrow) 8W White

38026   1.150 gr.
38024   1.150 gr.
38028   1.150 gr.
38216   1.150 gr.
38218   1.150 gr.

261 mm35 mm

15 mm

213 mm

Dimens ions

Protection:     IP42

Code Lamp Color

Inside box 1 PCS.
CNC    260x365x70 mm

Box Dimensions Weight

CNC

Protection: IP20

Body: Made of 1 mm
thick DKP sheet steel and
painted with min. 80
micron electrostatic
powder paint.

Description

CNC 1x8 W White
1x18 W L

CNC   3.000 gr

350 mm

200 mm200 mm

58 mm

Dimens ions

Suspension
Wire



Code Lamp Color

Inside box 1 PCS.
Enex   135x370x95 mm
Enex Exit   135x370x95 mm

Box Dimensions Weight

Enex

Maintained and non
maintained direction
indicating emergency
light. Single sided screen.
Manufactured in self-
extinguishing and fire
retardant polycarbonate
according to CEI-21, CEI
60598-2-22 The latest
generation of sealed and
rechargeable Ni -Cd
batteries for high
temperature
Supply: 230V. 50 Hz
Duration: 1-3 h

Description

Enex 18 1x8W L White
Enex 28 2x8W L White
Enex Exit (Left Side Arrow) 1x8W L White
Enex Exit (Right Side Arrow) 1x8W L White
Enex Exit (Down Arrow) 1x8W L White

Inside box 1 PCS.
Enex 18   1.150 gr
Enex 28   1.300 gr
Enex Exit  1.150 gr

E X I T &  E M E R G E N C Y L ‹ T P A

E X I T  &  E M E R G E N C Y  F I X T U R E S

373

Dimens ions

355 mm

117 mm

75 mm

Enex  Ex i t

Protection:     IP65

Code Lamp Color

Inside box 1 PCS.
PLX   320x240x70mm

Box Dimensions Weight

P LX

Protection: IP20

Maintained direction
emergency.
Single or double sided
Body: Made of
extruded aluminum with
plastic end caps
3.6V NiCd
Duration: 3h

Description

PLX (Left Side Arrow) 9xGreen Led Gray
PLX (Right Side Arrow) 9xGreen Led Gray
PLX (Downward Arrow) 9xGreen Led Gray

PLX   1.000 gr.

Dimens ions

304 mm

84 mm

184 mm

56 mm

30 mm

9 mm



CODE / PAGE REFERENCE

374

Type Page Type Page Type Page

A

F

AKM 48
ASCELLA 42
AURA 186
BASIC BATTEN 298
BASIC DOWNLIGHTS 92
BOLERO HALOGEN 94
BOLERO METAL H. 166
Callisto 178
CANOPUS 338
Carina 26
CHL-B 294
CHL-D 295
CHL-F 293
CMH 360
CNC 372
CRN 414+226 27
CRN RGB+226 27
DAP 179
DFG/DP1 35
DFG/OP 35
DFR/DP1 34
DFR/OP 34
DFS 54
DH 0020 91
DH 2003 84
DH 2004 84
DH 2005 84
DH 2006 84
DH 2010 85
DHG/K1 189
DHG/K4 189
DHG/S1 189
Diamond 66
DL 2003 64
DL 2004 64
DL 2005 64
DL 2006 64
DL 2010 65
DL 2020 65
DL 230 93
DL 339 93
DLG/K1 189
DLG/K4 189
DLG/S1 189
DMG-H1 98
DMG-H2 98
DMG-H3 99
DMG-H4 99
DMG-M1 170
DMG-M2 170
DMG-M3 171
DMG-M4 171
DMS/K 205
DMS/L 205
DTS 52
DWA 184
DWE/AL 177
DWE/BL 177
DWS 56
E-CMH 356
E-MMH 356
E-NMH 356

E-SPG 102 150
ENEX 373
ENEX EXIT 373
EOS 30
ESW 334
EXIT 370
FGS 002/AL 243
FGS 002/AS 243
FGS 002/DP1 242
FGS 002/DP2 242
FGS 002/OP 243
FGS 002/P1 243
FGS 002/SP1 242
FGS 002/SP2 242
FGS 002/WP 244
FGS 085 236
FGS 085/OP 236
FGS 085/P1 236
FGS 150/DP1 237
FGS 150/OP 237
FGS 150/P1 237
FGS 185/DP1 238
FGS 185/OP 238
FGS 185/P1 238
FGS 285/DP1 239
FGS 285/OP 239
FGS 285/P1 239
FGS 300/AL 243
FGS 300/AS 243
FGS 300/DP1 242
FGS 300/DP2 242
FGS 300/OP 243
FGS 300/P1 243
FGS 300/SP1 242
FGS 300/SP2 242
FGS 300/WP 244
FHG 256
FHW 366
FLP-AC 329
FLP-TV 328
FMD 304
FMD/AL 304
FMD/DP1 304
FMD/P1 305
FMD/SP1 304
FMP 310
FMR 300
FMR-YT 301
FMS 300
FMS/Z 306
FMS/Z 306
FPD/AE 38
FPD/LD 40
FPD/SD 39
FPD/SD2 39
FPD/SL 41
FSA 182
FSD-DE/DP1 282
FSD-DE/DP2 282
FSD-DE/P1 283
FSD/AS 281
FSD/DP1 280

FSD/DP2 280
FSD/OP 280
FSD/P1 280
FSL/DP1 265
FSL/DP2 265
FSL/SP1 265
FSS 418 SP1 270
FSS 418 SP2 271
FSS/2X AL 274
FSS/2X DP1 268
FSS/2X DP2 269
FSS/2X OP 273
FSS/2X P1 272
FSS/2X SP1 270
FSS/2X SP2 271
FSS/418 AL 274
FSS/418 DP1 268
FSS/418 DP2 269
FSS/418 OP 273
FSS/418 P1 272
FYW 362
Galaxy 82
GALAXY LED 62
GORDON 202
HAP 46
HAP/L 47
IO 220
KGM 135
KGM/SC 135
KGS/BC1 134
KGS/BC2 134
KGS/DP 132
KGS/SC2 133
KGS/SC3 133
KGS/SC4 133
KMG 165
KMG/C 165
LCG 67
LCS 67
LDG1 73
LDG2 73
LDL 192
LDM 76
LDN 58
LDY 78
LEDA 230
LETO 278
LKY 79
LLG 70
LRS 210
LSS 210
LUNA 224
LWG 190
M1671 89
MAG/AS 340
MAG/S 340
MARS 130
MAS/AS 341
MAS/S 341
MDG/AS 155
MDG/S 155
MDH 156

B

C

D

E

G

H

I
K

L

M



MDM AL/D 44
MDM AL/G 45
MDM AL/P 44
MDM/D 322
MDM/G 322
MDM/P 64
MDM/P 322
MDS 197
MDW 180
MEDUSA 196
MFS 29
MGC 158
MGS /S 345
MGS/AS 345
MH 431 160
MH 5142 L 160
Mira 160
MLG 342
MMG 172
MMH 360
MOON 246
MSD 203
MSS/AS 347
MSS/S 347
MVS 207
Neptun 90
NMH 360
OPG 247
Orion 36
PAG 227
PAL1 320
PAL2 321
PEG-DR 226
PEG-IR/155 222
PEG-IR/255 222
PEG-PR/D 229
PEG-PR/P 229
PEG-SR 226
PEM 231
PGH 254
PGH/DP1 255
PGS 002/C1 136
PGS 002/DP1 136
PGS 300/DP1 253
PGS 300/OP 253
PGS 300/P1 253
Pluton 88
PLX 373
POLARIS 260
PSS/DP1 277
PSS/OP 277
PSS/P1 277
Quasar 136
REFLEX 28
REGULUS 248
RHS/AP 215
RHS/PC 216
RLS 208
RLY 212
RMS/AP 210
RSS 300 331
RSS 360 331

RSS/ST 332
RYS/AT 217
RYT/AT 217
S-CMH 358
S-MMH 358
S-NMH 358
SAR 318
SAR/AL 318
SAR/B 318
SAR/P1 319
SAR/SP1 318
SARGAS 120
SATURN 159
SDG 218/C 129
SDG 218+ 129
SIRIUS 102
SKG 87
SKG 2 87
SKG/H 87
SLG 68
SLIM SIGNAL 372
SLP 74
SMG 162
SMT 122
SPG 102 146
SPG 102/C 146
SPG 103 147
SPG 103/C 147
SPG 104 148
SPG 105 149
SPG 155 145
SPG 160 116
SPG 160 SC 116
SPG 165 105
SPG 165/V 106
SPG 195/AS 108
SPG 195/D 107
SPG 195/D+ 107
SPG 195/F 107
SPG 195/F+ 107
SPG 195/T 108
SPG 195/V 109
SPG 196/218 D 121
SPG 196/218 D+ 121
SPG 200/C 117
SPG 200/DC2 118
SPG 200/KC 118
SPG 200/SC 117
SPG 201 142
SPG 201/C 142
SPG 202 143
SPG 202/C 143
SPG 203/C 144
SPG 203/P 144
SPG 204/P 144
SPG 211 141
SPG 235 110
SPS/C 201
SPS/D 200
SPS/F 200
SPS/SC 201
SRN/C 126

SRN/G 126
STRIP 234
TBA/T5 316
TBA/T8 317
TBT 307
TFS 308
TGS/R111 251
TGS/R1111 251
TGS/R121 251
TGS/R22 250
TGS/R3 250
TGS/R4 250
TITAN 228
TRL 314
TSG 288
TSS 311 286
TSS/M14 263
TSS/M21 263
TSS/M24 263
TSS/M28 263
TSS/M39 263
TSS/M54 263
TSS/R1111 262
TSS/R22 262
TSS/R3 262
TSS/R4 262
UCS 312
Vega 112
Venus 206
Z-CMH 354
Z-MMH 354
Z-NMH 354
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