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Modular Ceiling
CHL-F/236 2x36W L White
CHL-F/418 4x18W L White
CHL-F/254 2x54W FQ White
CHL-F/414 4x14W FH White
CHL-F/355 3x55W Dulux L White
CHL-F/455 4x55W Dulux L White
Clip-in Type
CHL-F 002/418 4x18W L White
CHL-F 002/414 4x14W FH White
CHL-F 002/355 3x55W Dulux L White
CHL-F 002/455 4x55W Dulux L White

Inside box 1 PCS.
CHL-F/236  315x1260x145 mm CHL-F/236   10.800 gr
CHL-F/254   315x1260x145 mm CHL-F/254   10.500 gr
CHL-F/418   635x  660x145 mm CHL-F/418   10.550 gr
CHL-F/414   635x  660x145 mm CHL-F/414   10.250 gr
CHL-F/355   635x  660x145 mm CHL-F/355        10.200 gr
CHL-F/455   635x  660x145 mm CHL-F/455        10.250 gr
CHL-F 002/418  635x  660x145 mm CHL-F 002/418     10.700 gr
CHL-F 002/414  635x  660x145 mm CHL-F 002/414     10.400 gr
CHL-F 002/355  635x  660x145 mm CHL-F 002/355     10.350 gr
CHL-F 002/455  635x  660x145 mm CHL-F 002/455     10.400 gr

C L E A N  &  H Y G I E N I C  R O O M  L U M I N A I R E S  /  C H L - F

245

Code Lamp Color

Box Dimensions Weight

CHL - F Description

Body: Manufactured
from 0.6 mm thick A1
quality DKP steel sheet
and painted with min.
80 micron electrostatic
powder paint.
Reflector: 0.4 mm
thick high pure
aluminum.
Glass: 4 mm thick
tempered glass.
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Dimens ions

Cut-out:
CHL-F/236-254   280x1183 mm
CHL-F/418-414   580x  580 mm
CHL-F/355-455  580x1183 mm
CHL-F 002 418-414   Clip-in Type
CHL-F 002 355-455  Clip-in Type

Protection:     IP65

4x18W L

Code a b c d
CHL-F 236 1195 mm 295 mm 1230 mm 1174 mm
CHL-F 254 1195 mm 295 mm - 1174 mm
CHL-F 418 595 mm 595 mm  630 mm  574 mm
CHL-F 414 595 mm 595 mm -  574 mm
CHL-F 355-455 595 mm 595 mm -  574 mm
CHL-F 002 418 599 mm 599 mm  630 mm  574 mm
CHL-F 002 414 599 mm 599 mm  -  574 mm
CHL-F 002 355-455 599 mm 599 mm  -  574 mm




