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Code Lamp Color

Inside box 1 PCS.
JET 1000 P   545x530x220 mm

Box Dimensions Weight

Symmetrical Wide
Angle Floodlight:
Made of highly pure,
aluminum sheet,
polished and anodised.
Front tempered glass
resistant to high
temperatures and to
thermal shock.
Anti-ageing gaskets in
silicon rubber. Hot deep
galvanized sheet steel
fixing bracket, painted
forth JET 1000
Symmetrical, with index
for vertical orientation.

Description

JET 1000 P 1x1000W HQI-T Black
JET 1000 P 1x1000W Nav-T Black

JET  1000/S

JET 1000 P   10.200gr

Code Lamp Color

Inside box 1 PCS.
JET 1000 S   545x530x220 mm

Box Dimensions Weight

Symmetrical Narrow
Angle Floodlight:
Made of highly pure,
aluminum sheet,
polished and anodised.
Front tempered glass
resistant to high
temperatures and to
thermal shock.
Anti-ageing gaskets in
silicon rubber. Hot deep
galvanized sheet steel
fixing bracket, painted
forth JET 1000
Symmetrical, with index
for vertical orientation.

Description

JET 1000 S 1x1000W HQI-T Black
JET 1000 S 1x1000W Nav-T Black

JET  1000/P

JET 1000 S   10.200gr

Dimens ions

195 mm
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Protection:    IP65

Protection:    IP65

1x1000W HQI-T

1x1000W HQI-T




